


     

 
 
Applications 

CATV networks 
FTTX  
Fibre communication systems and Network 
PON 

Specification 

Connector Type     SC/APC or LC/APC 
Cabinet capacity    various con igurations are available up to 864f 
Cabinet Testing     Performance to meet Telcordia GR-449 CORE 
Splitter modules    Supplied as 1x 32 or 1 x16 modules as per table below 
Splitters     Fused or Planar supplied according to the splitters con iguration 
Splitter Testing     Performance to meet Telcordia GR1221 and GR1209 
Cabinet Lock 3     point lock as standard or others available on request 
Materials    SS201+powder coated, SS304 or Pre-galvanized + Powder Coated 
 
Environment temperature   -40°C ～ +60°C  
Relative humidity    ≤85% (+30°C) 
Atmospheric Pressure    70kpa ~ 106kpa 
Insulation Resistance    ≥ 20000MΩ / 500±50 VDC 
Anti-voltage impact    3000VDC 1min 
Insertion Loss     ≤0.35dB 
Return wave loss    PC≥45dB; APC≥60dB; UPC≥50dB, 
IP Ratings     IP65 
Capacity     144, 288, 576, 864, 1152 Cords 
 
 

Ordering Information  

 

 

 

FDH                  144=144           SC APC=SCA           IP65=65              White=WH  SS304=304 

FDH  576=576           SC=SC            IP55=55            Black=BK  SS201=201 

FDH  1152=1152           LC APC=LCA           IP44=44                 Green=GR              Galvanized=GZ 

Loading 
capacity 

CONSTRUCTION Type of the 
Adapters tray 

IP ra ng Colour Material and 
pain ng 
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Fibre Optic Cable
Management FTTH


